
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

   

Unparalleled reach 
and coverage 

Top-of-the-line 
wireless performance 

Fast and easy setup 
with a mobile app 

   

 
The Innbox M60 is a 1200 Mbps dual-band distribution mesh Wi-Fi system suitable for even the biggest houses. It 

brings whole-home Wi-Fi coverage along with fast and stable internet connectivity. 

With seamless roaming, automatic network optimisation and routing selection, the Innbox M60 allows users to 

enjoy a more stable and flexible wireless network. 

Is there another floor to cover? Just add another M60 to the setup and Wi-Fi blind spots will become a thing of the 

past. 

The Innbox M60 is the fundamental 

building block of Iskratel's mesh Wi-Fi 

solution that will end the headaches 
caused by annoying stream buffering 
and drop-offs in places where Wi-Fi 
signal is too weak or impossible to 
penetrate. 

The gigabit mesh technology em-
bedded in the Innbox M60 creates a 
distributed gigabit Wi-Fi network that 

eliminates dead zones in houses of 
any size and shape. 

Numerous Wi-Fi devices can connect 
to the wireless network thanks to 

MU-MIMO technology embedded in 
the Innbox M60. Smart QoS man-
agement allocates bandwidth intelli-
gently to ensure smooth streaming, 
gaming, downloading and uninter-
rupted video chat at the same time. 

The mesh solution with Innbox M60 

implements a single SSID and pass-

word. Handover functions without 
service interruptions, and ensures the 
devices are always connected to the 
Wi-Fi network with a strong signal. 

The Innbox M60 offers a fast and 

easy setup with pre-configuration 
and an advanced mobile app. 

 
 

 

W
i-
F
i 

KEY FEATURES AND BENEFITS 

 Seamless roaming 

 Reliable Wi-Fi coverage in up to three-storey houses 

 Hassle-free, simultaneous gaming and streaming 
experience with MU-MIMO 

 Two Gigabit Ethernet interfaces 

 Uninterrupted video chat while moving around at 
home 

 Single SSID and automatic handover 

 Fast and easy setup with pre-configuration 

 

INNBOX M60 
 

Supreme Mesh Wi-Fi Solution 

 



 
 

Hardware 

 IEEE 802.3, 802.3u compliance 

 Two Gigabit Ethernet ports per mesh node 

 Two 3 dBi internal dual-band antennas 

 Reset button 

 Max. 6 mesh nodes per mesh network 

 Max. 60 devices per mesh network 

Wireless 

 IEEE 802.11ac/a/n at 5 GHz 

 IEEE 802.11b/g/n at 2.4 GHz 

 Data rates up to 867 Mbps @5 GHz and up to 300 
Mbps @2.4 GHz 

 Simultaneous dual-band 2.4 GHz and 5 GHz 

 SSID Broadcast 

 Beamforming 

 Mixed WPA/WPA2-PSK (default) 

 Seamless roaming 

Optional accessories 

 Two or three mesh nodes 

 Two or three power adapters 

 One ethernet cable 

 Quick-install guide 

Software 

 PPPoE, Dynamic IP, Static IP, Bridge mode 

 DHCP server, DHCP client List 

 Port forwarding, UPnP 

 Smart QoS 

 Support for manually set DNS server 

 IPsec, PPTP, L2TP pass-through 

 Parental control 

 Guest network 

 Reset to factory settings 

 Mobile app for Android 4.0+ or iOS 8+ devices 

Power 

 Input 110..240 V AC, 50/60 Hz 

Physical dimensions 

 90 mm  90 mm  90 mm 

Environment 

 Operating: 0..40 °C, RH 10..90% non-condensing 

 Storage: –40..+70 °C; RH 5..95% non-condensing 

Certification 

 CE, CB, RoHS compliant 

Some features are hardware-dependent. 
Some features might not be included in dedicated software releases. 
Date of issue: 6. 12. 2018 / Version 1.4 
 

       
 
 
 

  

 

 

 
 

 
    

 Iskratel, d. o. o., Kranj 
Ljubljanska cesta 24a 
SI 4000 Kranj, Slovenia 

 
P +386 4 207 20 00 
F +386 4 207 27 12 

info@iskratel.si 
www.innbox.net 
www.iskratel.com 
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