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In the Digit Radio 300, TechniSat is offering a user-friendly DAB+ digital radio receiver for 
fixed reception. With its elegant design, exceptional sound quality, four-line backlit LCD 
display for station names and a variety of additional information, the DigitRadio 300 provides 
everything you need for DAB+ digital radio reception. The equaliser and built-in bass reflex 
tube enable the DigitRadio 300 to deliver exceptional sound quality. A convenient sleep timer 

and radio alarm round out the range of features for this digital radio.  
 
 
 
DAB+ 

Noise-free radio in perfect digital quality with extremely robust reception - that's DAB+ digital 
radio. DAB+ overcomes the regionally limited array of FM stations by offering more than a 
dozen radio stations broadcast nationwide in optimal digital quality. There are also numerous 
national and regional broadcasters extending their radio offerings with additional channels. 
Tedious searching and tuning of radio stations are also things of the past. All you do is select 
the name of the station you want - TechniSat DAB+ digital radios display a channel list of all 
the digital radio channels you can receive. 

 

Clock 

In addition to channel and other programme information, you can also 
see the time on the integrated display. The time information is automatically transmitted 
electronically along with the channels being received, so it is automatically set accurately. 

 
 
 
Alarm / sleep timer 
 

This device features a convenient sleep timer with numerous configurable timer settings. 
This lets you end your day in a leisurely way, without giving a thought to switching the device 
off. The built-in radio alarm feature will wake you up to your favourite programme whenever 
you want. 
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Article information 

Colour silver / black 

Environment 

Humidity                5 - 90 % 

Ambient temperature                5 - 35 °C  

Radio / receive 

Digital Band III, DAB, DAB+     174 - 240 MHz 

Analogue FM     87.5 - 108 MHz 

Aerial     DAB / UHF telescopic aerial 

Power consumption 

In operation                             16.6 W 

Standby LED                              0.6 W 

Power supply 

Nominal voltage                        230 V 

Frequency                        50 Hz 

Connections 

Headphone connection point (3,5mm)    1 

Audio in / AUX in    1 

Audio out analogue    1 

Loudspeakers 

Output performance                                 5.4 W 

 


